
PRIMEX 
Product Specifications

Fit everything. Together.

1. SUMMARY

The Primex tool-less xDSL Flush Mount Wall Plate Splitter is 
designed to mount directly onto a junction box replacing the 
first telephone jack in the subscriber’s premise  to isolate the 
voice signal from the xDSL signals. The splitter circuitry is 
integrated directly onto the back of the wall plate providing a 
smooth streamlined installation.

In addition, the splitter is equipped with tool-less IDCs for 
connecting to the home wiring as well as two labeled jack 
ports for connecting the modem and a phone device. This 
tool-less flush mount splitter is also compatible with VDSL 
pair bonding with inputs for 2 lines.

3. FEATURES & BENEFITS

•	 Tool-less IDC inputs for fast installation
•	 Tool-less IDC outputs for daisy-chaining
•	 2 jacks, filtered and unfiltered, labeled: “VOICE” and 

“DATA”
•	 Ring Trip Mitigation circuitry needed with IPTV services
•	 May be installed without mounting brackets
•	 Operates with ADSL, ADSL2+ and VDSL2 systems up to 

and including profile 30A
•	 Compatible with VDSL pair-bonding

2-1019-IP
Tool-less xDSL Flush Mount Splitter

2. DIMENSIONS

SIZE: 4.75”H x 2.9”W x 0.2”D

4. CONFIGURATIONS
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Part # Part Name Description
135-0108 2-1019-IP-52 Tool-less xDSL Flush Mount 

Splitter, ivory
135-0081 2-1019-IP-85 Tool-less xDSL Flush Mount 

Splitter, white
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