
PRIMEX 
Product Specifications

Fit everything. Together.

1. SUMMARY

3. FEATURES & BENEFITS

•	 Faceplates available in plastic or stainless steel 
•	 Compatible with all SpeedStar™ connectors
•	 Simple, snap-in assembly
•	 Voice grade or voice/data capable connectors
•	 CorroShield® gel filled protection available for voice 

grade connectors

SpeedStarTM Connector Kits
Voice Grade Jack / Cat6 Jack

2. PRODUCT DIMENSIONS

SIZE: 4.57”H x 2.81”W x 0.2”D

4. CONFIGURATIONS
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Part # Part Name Description
135-0283 STAR630B-

V1-52
Ivory Faceplate w/Voice grade CAT3 
jack, mounting lugs, and jack bezels

135-0249 STAR630B-
V1-85

White Faceplate w/Voice grade CAT3 
jack, mounting lugs, and jack bezels

135-0196 STAR630B-
V1-SS

Stainless Steel Faceplates w/Voice 
grade CAT3 jack, mounting lugs, and 
jack bezels

135-0284 STAR630B-
D1-52

Ivory Faceplate w/Tool-less CAT6 
jack, mounting lugs, and jack bezels

135-0302 STAR630B-
D1-85

White Faceplate w/Tool-less CAT6 
jack, mounting lugs, and jack bezels

135-0274 STAR630B-
D1-SS

Stainless Steel Faceplate w/Tool-
less CAT6 jack, mounting lugs, and 
jack bezels

135-0028 STAR630B-
G1-52

Ivory Faceplate w/Gel-filled voice 
grade CAT3 jack, mounting lugs, and 
jack bezels

135-0033 STAR630B-
G1-85

White Faceplate w/Gel-filled voice 
grade CAT3 jack, mounting lugs, and 
jack bezels

135-0029 STAR630B-
G1-SS

Stainless Steel Faceplate w/Gel-filled 
voice grade CAT3 jack, mounting lugs, 
and jack bezels

SpeedStar™ Flush Mount Connector Kits combine a faceplate 
with one voice grade, data, or gel filled, connectors with bezels.
Faceplates include mounting lugs specifically designed for 
installation of wall-mounted telephone sets.
Jacks meet or exceed TIA/EIA Voice Grade and/or CAT6 Data 
specifications.

STAR6000C6T
CAT6 Tool-less Data Jack

2-7005
Voice Grade Jack

STAR600V6-RCB
Gel-filled Voice Grade Jack


