
PRIMEX 
Product Specifications

Fit everything. Together.

1. SUMMARY

3. FEATURES & BENEFITS

•	 Available in 1 or 2 port connector styles 
•	 Compatible with all SpeedStar™ connectors
•	 Simple, snap-in assembly
•	 Voice grade or voice/data capable connectors
•	 CorroShield® gel filled protection available for voice 

grade connectors

SpeedStarTM Connector Kits
Voice Grade Jack / Cat6 Jack

2. PRODUCT DIMENSIONS

SIZE: 4.57”H x 2.81”W x 0.2”D

4. CONFIGURATIONS

06/20

FOR MORE INFORMATION CONTACT:
	 T	 1.604.881.7875 F  1.604.881.7835
www.primex.com

Part # Part Name Description
135-0021 STAR2501-G1-52 1-port faceplate, ivory, with one 

STAR600V6-RCB voice grade connector
135-0022 STAR2501-G1-85 1-port faceplate, white, with one 

STAR600V6-RCB voice grade connector
135-0032 STAR2502-G2-52 2-port faceplate, ivory, with two 

STAR600V6-RCB voice grade connectors
135-0027 STAR2502-G2-85 2-port faceplate, white, with two 

STAR600V6-RCB voice grade connectors
135-0206 STAR2501-V1-52 1-port faceplate, ivory, with one 2-7005 

voice grade connector
135-0252 STAR2501-V1-85 1-port faceplate, white, with one 2-7005 

voice grade connector
135-0304 STAR2502-V2-52 2-port faceplate, ivory, with two 2-7005 

voice grade connectors
135-0264 STAR2502-V2-85 2-port faceplate, white, with two 

2-7005 voice grade connectors
135-0276 STAR2501-D1-52 1-port faceplate, ivory, with one 

STAR6000C6T data connector
135-0234 STAR2501-D1-85 1-port faceplate, white, with one 

STAR6000C6T data connector
135-0271 STAR2502-D2-52 2-port faceplate, ivory, with two 

STAR6000C6T data connectors
135-0211 STAR2502-D2-85 2-port faceplate, white, with two 

STAR6000C6T data connectors
135-0305 STAR2502-

DV-52
2-port faceplate, ivory, with one 
STAR6000C6T data/one 2-7005 voice

135-0278 STAR2502-
DV-85

2-port faceplate, white. with one 
STAR6000C6T data/one 2-7005 voice

One connector kit Two connector kit

2-2501-xx 2-2502-xx

STAR6000C6T

2-7005

STAR600V6-RCB

The Primex SpeedStar™ Flush Mount Connector Kits 
combine a faceplate with one or two voice grade, data, 
voice/data or gel filled, connectors with bezels.
The 2-2501-xx  (1-port) and 2-2502-xx (2-port) are flush 
mounting smooth finished faceplates that are compatible 
with SpeedStar™ modular connectors.
Mounts over standard J-box (mounting screws included).


