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PRIMEX 
Installation Instructions

STEP 1

STEP 3

Mount module to enclosure backboard.
a) Position module with mounting pins aligned to grid holes.
b) While holding the module in place, pull each pin plunger 
OUT then firmly push the plunger IN to secure the module to 
the backboard.

Terminate incoming copper service lines (green) for 
voice/data.
a) Strip 1.5 in. of outer jacket from the cable.
b) Insert wires into green toggle actuator holes according to 
selected wire configuration.
c) Insert the white/blue wire in the left hole.
d) Insert the blue wire in the right hole.
e) Repeat steps c and d with the orange, green, and brown wires.
f) Close toggle actuator to terminate each wire pair.
Note:  Maintain twist as close to the toggle actuator as possible.

STEP 2

1. Terminate incoming fiber service line directly to ONT. 
2. Terminate outgoing cables.
a) Terminate voice-only output cables to gray terminals as shown 
on module.
b) Terminate voice/data output cables to yellow terminals.

Read and understand all instructions. Follow all warnings, cautions, 
and instructions marked on the product.

Do not use this product near water, ex., near a bath tub, wash basin, 
kitchen sink, wet basement, or near a swimming pool.

Never push objects of any kind into this product through openings, 
as they may contact dangerous voltages

•	 DO NOT install communications wiring or components 
during a lightning storm.

•	 DO NOT touch uninsulated wires or terminals unless the 
wiring has been disconnected at the network interface.

•	 DO NOT install communications components in wet lo-
cations unless the components are designed specifically 
for use in wet locations.

WARNING
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568B Wiring
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PRIMEX 
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STEP 4

Fiber Installation

Copper Installation
Connect module to media gateway/ONT as shown. 

Verge MDE
 P2100, P3000, P4200, P6300
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