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STEP 1

STEP 3 STEP 4

STEP 2

The Primex SOHO Pro™ PR10 Brownfield WiFi transparent 
media panel provides a compact, lockable and aesthetically 
clean retrofit mounting solution for Gateways. This versatile 
enclosure securely holds major Gateway brands via the 
included mounting strap, and neatly contains cable with 
adjustable clips and knockout access ports. Mountable 
either directly on-wall, or free-standing with optional feet. 

PRIMEX 
Media Panel Installation Instructions

SOHOpro™ PR10
 Brownfield WiFi-Transparent Media Panel

WARNING
• DO NOT stretch enclosure walls or lid won’t seat properly.
• DO NOT over tighten mounting screws.
* On-wall maximum load rating: 2.8kg (6.25lbs)

PR10 On-Wall Mounting Installation

Determine Mounting Location  

Optimal placement of the PR10 is affixed to a stud and overtop  
of an electrical outlet. This provides a clean, uncluttered finish.  
Optionally, included anchors/screws allow for direct drywall mounting.

Mark Mounting Location 

Using a stud finder, mark the desired mounting location where the 
center screws affix. If mounting over an electrical outlet, ensure it 
aligns with the knockout hole.

Affix Lid 

Once the PR10 is mounted, lid easily snaps into place. The PR10 is 
now ready to mount components into with the included mounting 
strap and clips to secure the Gateway and cabling in place..

Use stud finder to determine  
screw mounting points.

Remove knockout (left or right) 
using cutter if mounting over  
electrical outlet.

Optimal mounting location for a 
tidy, clutter free installation.

Ensure alignment with stud and 
electrical outlet before affixing  
to wall.

Affix PR10 On-Wall Using Screws 

Using the included screws, affix the PR10 at the top center hole. 
Ensure the enclosure is level, then then add the bottom center 
screw. Be sure not to overtighten.

*Drywall anchors are included if not mounting on a stud.

Top center screw hole Align tabs at the bottom of cover  
with slots then pivot the cover 
until the latches engage.

Bottom center screw hole Low-profile, clean installation.

Stud

Mountable 
over top of 
wall outlet.

SHELF MOUNTING VIDEO: PR10 INSTALLATION VIDEO: 
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SOHOpro™ PR10 
 Brownfield WiFi-Transparent Media Panel

Accessories Installation

Freestanding Installation (Feet) 

Each PR10 includes two feet and two screws. Slot the two feet into 
the underside of the PR10 at the locations indicated and insert the 
screws. Be careful not to overtighten.

Hex Lock Installation (PN: 125-2073) 

An optional hex lock is available for the PR10 as a kit (PR10K-L) to 
add access deterance to the enclosure. The single lock is installed 
quickly and easily at the top of the enclosure.

Cable Clip Installation 

The PR10 includes two cable clips for managing cable slack storage. 
Affix them using the two included screws in the desired location to 
the inside back wall of the enclosure, next to the Gateway. The hole 
mounting pattern provides flexibility for cable routing.

Keystone Adapter Installation (PN: 125-1152) 

Identify the left or right side you want to install the Keystone 
Adapter into for cable entry/exit before mounting on the wall. Use 
cutters to remove the keystone knockout. The Keystone Adapter 
(sold separately) snaps easily into place, ready to accept up to two 
standard keystones including (Cat5/6, Coax, RJ11, and fiber).

Affix the two clips into the 
mounting holes.

Single hex lock installs easily at 
top of enclosure.

Neatly manage cable slack with 
the rugged clips.

Standard hex tool provides access 
for service and maintenance.

PRIMEX 
Media Panel Installation Instructions
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Product Description Part #

Tool-less Cat6 Jack, 180°
Tool-less Cat6A Jack, 180°, Unshielded
Tool-less Cat6A Jack, 180°, Shielded

135-0351
125-1628-WT
125-1629-WT

Cat6, 110 IDC, 180° HD
Cat6, 110 IDC, 90° HD
Cat5e, 110 IDC, 180° HD
Cat5e, 110 IDC, 90° HD

125-0946-WT
125-0947-WT
125-0948-WT
125-0949-WT

3-Line RJ12 Voice Jack 125-0959-WT

SC/APC Fiber Keystone w/Shutter 125-0908

Cat5e coupler, HD 
Cat6 coupler, HD 
RG12 coupler, HD

125-1266-WT 
125-1267-WT 
125-1268-WT

F-Connector Keystone 125-0961

Blank keystone 125-0960-WT

SpeedStar™ Jacks
Cat5e Jack w/8 bezels
Cat5e Jack, CorroShield™, w/8 bezels
Cat6 Jack w/8 bezels
Cat6A 10 Gig Jack, w/8 bezels

135-0214
135-0019
135-0188
135-0213

Single-Gang Wall Plate, 1-Port
Single-Gang Wall Plate, 2-Port
Single-Gang Wall Plate, 3-Port
Single-Gang Wall Plate, 4-Port

125-0957-WT
125-0958-WT
125-0955-WT
125-0956-WT

Decorative Wall Jack, 1-Port
Decorative Wall Jack, 2-Port
Decorative Wall Jack, 3-Port
Decorative Wall Jack, 4-Port
Decorative Wall Plate

125-0951-WT
125-0952-WT
125-0953-WT
125-0954-WT
125-0950-WT

Oversize Wall Plate, 1-Port, Glossy
Oversize Wall Plate, 2-Port, Glossy
Oversize Wall Plate, 3-Port, Glossy
Oversize Wall Plate, 4-Port, Glossy
Oversize Wall Plate, 6-Port, Glossy

125-1241-WT
125-1236-WT
125-1242-WT
125-1243-WT
125-1244-WT

Oversize Wall Plate, 2-Port, W/Cat6 & 
Coax, Glossy
Oversize Wall Plate, 2-Port, W/Cat6 & 
Coax, Textured

125-1288-WT

125-1237-WT

Hurricane Clip (12/pk) 125-0239

Product Description Part #

Cable Management Clip (12/bag)
Cable Management Clip w/tab (12/bag)

125-1832
125-1833

Cable Raceway
Base/Cover Lid (Length: 72”) - 0.5” (20/Case)
Base/Cover Lid (Length: 72”) - 1.0” (20/Case)
Base/Cover Lid (Length: 72”) - 1.5” (20/Case)
Right Angle Corner Adapter - 0.5” (12/Case)
Right Angle Corner Adapter - 1.0” (12/Case)
Right Angle Corner Adapter - 1.5” (12/Case)
Outside Corner Adapter - 0.5” (12/Case)
Outside Corner Adapter - 1.0” (12/Case)
Outside Corner Adapter - 1.5” (12/Case)
Inside Corner Adapter - 0.5” (12/Case) 
Inside Corner Adapter - 1.0” (12/Case) 
Inside Corner Adapter - 1.5” (12/Case)
T-Shaped Adapter - 0.5” (12/Case) 
T-Shaped Adapter - 1.0” (12/Case) 
T-Shaped Adapter - 1.5” (12/Case) 
End Cap Adapter - 0.5” (12/Case)
End Cap Adapter - 1.0” (12/Case) 
End Cap Adapter - 1.5” (12/Case) 
Ceiling Drop Adapter - 0.5” (12/Case) 
Ceiling Drop Adapter - 1.0” (12/Case) 
Ceiling Drop Adapter - 1.5” (12/Case)

125-1108
125-1109
125-1110
125-1111
125-1112
125-1113
125-1114
125-1115
125-1116
125-1117
125-1118
125-1119
125-1120
125-1121
125-1122
125-1123
125-1124
125-1125
125-1126
125-1127
125-1128

33’ Roll Of Mounting Tape
10’ Roll Of Mounting Tape

125-0779
125-1274

8-Port Cat5e Data Module
8-Port Cat6 Data Module
8-Port Voice RJ31x Module
6-Port Cat6a Data Module
8-Port Voice Cat6 w/RJ45 Module
1x8 Port 4 Line w/RJ45 Voice Module

125-0986
125-1035
125-0987 
125-0975 
125-0977
125-0976

8-Port Cat6 Tool-less Gateway Termination 
Module
Cat5e Data/Voice Tool-less Module
Cat6 Data/Voice Tool-less Module

135-0061
 
135-0080
135-0063

Cat6/Coax Combo Module
Cat6A/Coax Combo Module
Triple Play Combo Module (Cat6/Voice/Data)
1X8 RJ45 w/1X8 Splitter Combo Module

125-1665
125-1666
125-1667
125-1750

2-Way Coax Splitter (horizontal)
4-Way Coax Splitter (vert/horiz)
6-Way Coax Splitter (vert/horiz)
8-Way Coax Splitter (vert/horiz)

125-1661
125-1574
125-1575
125-1576

Electrical Installation Kit
360° Electrical Rotating Outlet

125-1355
125-1547

SOHOpro™ PR10 
 Brownfield WiFi-Transparent Media Panel
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PRIMEX 
Accessories


